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INSTRUCTIONS FOR PROPER FIT
The Gatorz glasses you have just purchased have been carefully manufactured by hand to ensure quality. Due to the fact 
that Gatorz are heat treated for strength and durability, they may vary in fit. However, they are designed to fit any face 
because of  the adjustable frame and nose piece. 

Frame Adjustment (Figure A)
If  your Gatorz are too tight, the primary adjustment is made in the front frame. This is 
done by holding the frame and the nose bridge and carefully flexing the frame outward. 
Work the frame slowly for a perfect fit. Bending the frame too hard or too fast can lead to 
lens distortion or the lens popping out of  the tension mounted frame. 

Temple Adjustment (Figure B)
A second adjustment can be made to the narrow end of  the temples. The temple pieces 
will have less flexibility. This adjustment relieves any pressure from the back of  your ears 
and should be made only after adjusting the center frame. 

Nosepiece Adjustment (Figure C)
The nosepiece is molded with a stainless steel inlay, therefore, the nosepiece can be bent to 
loosen or tighten the fit. It can also be pulled out to keep the frame away from your face. 

ENJOY YOUR GATORZ GLASSES AND IF YOU SHOULD NEED ANY ASSISTANCE 
CALL 1.844.560.7179 - CUSTOMERSERVICE@GATORZ.COM - MADE IN THE USA
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